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DEFINITION Controlling runoff and erosion on disturbed areas by establishing perennial vegetative : cover with seed. PURPOSE To reduce erosion and decrease sediment yield from disturbed areas, and to permanently  stabilize such areas in a manner that is economical, adapts to site conditions, and allows selection of the most appropriate plant materials.   SPECIFICATIONS SEEDBED REQUIREMENTS Establishment of vegetation should not be attempted on sites that are unsuitable due to excessive soil compaction, inappropriate soil texture, poor drainage, concentrated overland flow, or steepness of slope until measures have been taken to correct these problems.           To maintain a good stand of vegetation, the soil must meet certain minimum requirements as a growth medium.  The existing soil should have these criteria:   Enough fine-grained (silt and clay) material to maintain adequate moisture and nutrient supply (available water capacity of at least .05 inches water to 1 inch of soil).                       Sufficient pore space to permit root penetration.    Sufficient depth of soil to provide an adequate root zone.  The depth to rock or impermeable layers such as hardpans should be 12 inches or more, except on slopes steeper than 2:1 where the addition of soil is not feasible.    A favorable pH range for plant growth, usually 6.0 - 6.5.   Free from large roots, branches, stones, large clods of earth, or trash of any kind.  Clods and stones may be left on slopes steeper than 3:1 if they are to be hydro seeded.    If any of the above criteria are not met - i.e., if existing soil is too coarse, dense, shallow or acidic to foster vegetation - special amendments are required.  The soil conditioners described below may be beneficial or, preferably, topsoil may be applied.         SEEDBED PREPARATION Install necessary mechanical erosion and sedimentation control practices before seeding, and complete grading according to the approved plan.   Lime and fertilizer needs should be determined by soil tests. Directions, sample cartons, and information sheets are available through county Agricultural Extension offices.  Testing is also done by commercial laboratories.                                                   When soil tests results are not available, follow rates suggested in the seeding specifications shown at right.  Application rates usually fall into the following ranges: Ground agricultural limestone:                                                                              Light-textured, sandy soils: 1 to 1-1/2 tons/acre                                                         Heavy-textured, clayey soils: 2-3 tons/acre    Fertilizer:                                                                                                          Grasses: 800-1200 lb/acre of 10-10-10 (or the equivalent)                                         Grass-legume mixtures: 800-1200 lb/acre of 5-10-10 (or the equivalent)  Apply lime and fertilizer evenly and incorporate into the top 4-6 inches of soil by disking or other suitable means.  Operate machinery on the contour.  When using a hydro seeder, apply lime and fertilizer to a rough, loose surface.                                                     Roughen surfaces prior to seeding.                                                                        Complete seedbed preparation by breaking up large clods and raking into a smooth, uniform surface (slopes less than 3:1).  Fill in or level depressions that can collect water.  Broadcast seed into a freshly loosened seedbed that has not been sealed by rainfall.    SEEDING Seeding dates given in the seeding mixture specifications are designated as "best" or "possible".  Seedings properly carried out within the "best" dates have a high probability of success.  It is also possible to have satisfactory establishment when seeding outside these dates.  However, as you deviate from them, the probability of failure increases rapidly.  Seeding on the last date shown under "possible" may reduce changes of success by 30-50%.  Always take this into account in scheduling land-disturbing activities.  Use certified seed for permanent seeding whenever possible.  Labeling of non-certified seed is also required by law.  Labels contain important information on seed purity, germination, and presence of wood seeds.  Seeds must meet State standards for content of noxious weeds.  Do no accept seed containing "prohibited" noxious weed seed.   

AutoCAD SHX Text
Inoculate legume seed with the Rhizobium bacteria appropriate to the species of legume.   Apply seed uniformly with a cyclone seeder, drop-type spreader, drill, cultipacker seeder, or hydro seeder on a firm, friable seedbed.     When using a drill or cultipacker seeder, plant small grains no more than 1 inch deep, grasses and legumes no more than 1/2 inch.  Equipment should be calibrated in the field for the desired seeding rate.        When using broadcast-seeding methods, subdivide the area into workable sections and determine the amount of seed needed for each section.  Apply one-half the seed while moving back and forth across the area, making a uniform pattern: then apply the second half in the same way, but moving at right angles to the first pass.                   Mulch all plantings immediately after seeding.    HYDRO SEEDING  Surface roughening is particularly important when hydro seeding, as a roughened slope will provide some natural coverage for lime, fertilizer, and seed.  The surface should not be compacted or smooth.  Fine seedbed preparation is not necessary for hydro seeding operations: large clods, stones, and irregularities provide cavities in which seeds can lodge.               Rate of wood fiber (cellulose) application should be at least 2,000 lb/acre.                    Apply legume inoculants at four times the recommended rate when adding inoculant to a hydro seeder slurry.   If a machinery breakdown of 1/2 to 2 hours occurs, add 50% more seed to the tank, based on the proportion of the slurry remaining.  This should compensate for damage to seed.  Beyond 2 hours, a full rate of new seed may be necessary. Lime is not normally applied with a hydraulic seeder because it is abrasive.  It can be blown onto steep slopes in dry form.      MAINTENANCE   Generally, a stand of vegetation cannot be determined to be fully established until soil cover has been maintained for one full year from planting. Inspect seeded areas for failure and make necessary repairs and reseedings within the same season, if possible.      Reseeding--If a stand has inadequate cover, re-evaluate choice of plant materials and quantities of lime and fertilizer.  Re-establish the stand after seedbed preparation or over- seed the stand.  Consider seeding temporary, annual species if the time of year is not appropriate for permanent seeding.      If vegetation fails to grow, soil must be tested to determine if acidity or nutrient imbalance is responsible.       Fertilization--On the typical disturbed site, full establishment usually requires re-fertilization in the second growing season.  Fine turf requires annual maintenance fertilization.  Use soil tests if possible or follow the guidelines given for the specific seeding mixture.           TEMPORARY SEEDING SPECIFICATIONS Seeding mixture (fall)                              Species*            Rate (lb/acre)             Rate (lb/acre) Rate (lb/acre) Rye Grain (Secale cereale)        120 Secale cereale)        120 )        120 120 Seeding Mixture (late winter early spring) Species*            Rate (lb/acre)             Rate (lb/acre) Rate (lb/acre) Rye Grain (Secale cereale)        120 Secale cereale)        120 )        120 120 Annual (Korean) Lespedeza (Kummerowia stipulacea)   50    Kummerowia stipulacea)   50    )   50    50    Seeding mixture (summer) Species*            Rate (lb/acre)             Rate (lb/acre) Rate (lb/acre) German Millet (Setaria italica)        40         Setaria italica)        40         )        40         40         Seeding dates (Piedmont) Fall:             Aug. 15 - Dec. Aug. 15 - Dec. 30   Late winter (early spring):          Jan. 1 - May 1 Jan. 1 - May 1 Late Summer:            May 1 - Aug. May 1 - Aug. 15 Soil amendments  Follow recommendations of soil tests or apply 2,000 lb/acre ground agricultural limestone and 750 lb/acre 10-10-10 fertilizer.                                                       
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Mulch  Apply 4,000 lb/acre straw. Anchor mulch by tacking with asphalt, roving or a mulch anchoring tool. A disk with blades set nearly straight can be used as a mulch anchoring. tool. Maintenance  Re-fertilize if growth is not fully adequate. Reseed, re-fertilize and mulch immediately following erosion or other damage. Pursuant to G.S. 113A-57(2), the angle for graded slopes and fills shall be no greater than the angle that can be retained by vegetative cover or other adequate erosion-control devices or structures. In any event, slopes left exposed will, within 21 calendar days of completion of any phase of grading, be planted or otherwise provided with temporary or permanent ground cover, devices, or structures sufficient to restrain erosion.  Pursuant to G.S. 113A-57(3), provisions for permanent groundcover sufficient to restrain erosion must be accomplished for all disturbed areas within 15 working days or 90 calendar days (whichever is shorter) following completion of construction or development. *REF: 6.10 A,B and C, NC Erosion and Sediment Control Planning and Design Manual, 2006 PERMANENT SEEDING SPECIFICATIONS Seeding mixture  Species*            Rate (lb/acre)         Rate (lb/acre)         Tall fescue (Festuca arundinacea) (Grass lined Channels)    200  Festuca arundinacea) (Grass lined Channels)    200  ) (Grass lined Channels)    200  200  Tall fescue (Festuca arundinacea) (Other Areas)     100  Festuca arundinacea) (Other Areas)     100  ) (Other Areas)     100  100  Nurse plants  Between May 1 and Aug. 15, add 10 lb/acre German millet (Setaria italica) or Setaria italica) or ) or 15 lb/acre Sudan grass.  Prior to May 1 or after Aug. 15, add 40 lb/acre Rye Grain (Festuca arundinacea).  Festuca arundinacea).  ).  Seeding dates  Best      Possible                                     Possible                                     Fall:       Aug. 25 - Sept. 15      Aug. 20 - Oct. Aug. 25 - Sept. 15      Aug. 20 - Oct. Aug. 20 - Oct. 25                   Late winter:     Feb. 15 - Mar. 21   Feb. 1 -Apr. 15 Feb. 15 - Mar. 21   Feb. 1 -Apr. 15 Feb. 1 -Apr. 15 Soil amendments Apply lime and fertilizer according to soil tests, or apply 4,000 lb/acre ground agricultural limestone and 1,000 lb/acre 10-10-10 fertilizer.                                                        Mulch Apply 4,000-5,000 lb/acre grain straw or equivalent cover of another suitable mulching material. Anchor mulch by tacking with asphalt, roving, or netting.  Netting is the preferred anchoring method on steep slopes.           Maintenance  Re-fertilize in the second year unless growth is fully adequate.  May be mowed once or twice a year, but mowing is not necessary.  Reseed, fertilize, and mulch damaged areas immediately.        Pursuant to G.S. 113A-57(3), provisions for permanent groundcover sufficient to restrain erosion must be accomplished for all disturbed areas within 15 working days or 90 calendar days (whichever is shorter) following completion of construction or development. *REF: 6.11L NC Erosion and Sediment Control Planning and Design Manual, 2006 
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VAULTS ARE TO BE RATED TIER 15

ALL FIBER TO BE PLACE 24" DEEP
UNLESS OTHERWISE NOTED.

 1. VERIFY ALL EXISTING UTILITIES DEPTHS PRIOR TO
 PROCEEDING WITH ROADWAY CROSSING.
 2. CONTACT DEVELOPMENT INSPECTOR PRIOR TO 

ANY BORES ON ROADWAY.
 3. HOMEOWNERS MUST BE NOTIFIED PRIOR TO

CONSTRUCTION STARTING.
4. CORNER HANDHOLE LOCATIONS MAY CONFLICT WITH

HANDICAP RAMPS AND WILL HAVE TO BE FIELD ADJUSTED.
CONTACT INSPECTOR TO ADJUST AS NEEDED. HANDHOLES
WILL STILL HAVE TO BE LOCATED INSIDE THE ROW.
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UNLESS OTHERWISE NOTED.

 1. VERIFY ALL EXISTING UTILITIES DEPTHS PRIOR TO
 PROCEEDING WITH ROADWAY CROSSING.
 2. CONTACT DEVELOPMENT INSPECTOR PRIOR TO 

ANY BORES ON ROADWAY.
 3. HOMEOWNERS MUST BE NOTIFIED PRIOR TO
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CONTACT INSPECTOR TO ADJUST AS NEEDED. HANDHOLES
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